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Appendix D
              Meyn Canada Inc. 

8032-183 Street 

Edmonton, Alberta 

T5T 0T8

Attn: Mr. Kim Kotylak

              Dear Mr. Kotylak:  

We thank you for your inquiry and we herewith send you our quotation with regard to 

the "Meyn Export-conditions" as follows:


Meyn poultry processing installation, with a capacity of 1,000 birds 


per hour, as per specifications on pages -2- up to -30- of this quotation.

Price summary                      
: see page -29-

Terms of delivery and payment      
: see page -30-

If you have any question with regard to this quotation or our delivery program, please 

do not hesitate to contact us at once.

We trust this quotation will be of interest to you and we are looking forward to your 

esteemed order with much interest.

Yours faithfully,

              R. A. (Bob) Koehler

Area sales Manger

Cc Mr. Kany Motalleb

TECHNICAL SPECIFICATIONS OF THE POULTRY PROCESSING PLANT:

Suitable for processing             
:  Broilers

Capacity                            
:  1,000 – 4,000 broilers per hour

Live weight                         
:  Minimum
1.500 kilogram


:  Average
2.000 kilogram


:  Maximum
3.000 kilogram

Bleeding time                       
:  120 seconds

Scalding system                     
:  120 seconds at 58 to 60 degrees Celsius

Final product                       
:  fresh and frozen

Water consumption                   
:  Approx. 13 liter per bird

Power supply                        
:  400 V, 3 phase, 50 cycles

Lay-out no.                         
:  6098.D101.Z00.B1

ARRIVAL DEPARTMENT

Roller Conveyor


1
Meyn roller track conveyor for the transportation of crates in the arrival department.

The conveyor is mounted horizontally, and has a width of 620 mm and a frame width of 820 mm, and will be placed on the floor.

The delivery includes:

-
straight rollertrack with a length of 2000 mm 

-
fixed roller track conveyor equipped with heavy duty nylon rolls, diameter 90 mm 

-
stainless steel frame 

-
side guidance 

Price:  
  CDN$
2,912.00

Roller Conveyor


1
Meyn roller track conveyor for the transportation of crates in the arrival department.

The conveyor is mounted horizontally, and has a width of 620 mm and a frame width of 820 mm, and will be placed on the floor.

The delivery includes:

-
1 times a curve of 90° heavy duty nylon rolls, diameter 90 mm 

-
stainless steel frame 

-
side guidance 

Price:  
  CDN$
9,043,20

Roller Conveyor


1
Meyn roller track conveyor for the transportation of crates in the arrival department.

The conveyor is mounted horizontally, and has a width of 620 mm and a frame width of 820 mm, and will be placed on the floor.

The delivery includes:

-
straight rollertrack with a length of 6000 mm 

-
fixed roller track conveyor equipped with heavy duty nylon rolls, diameter 90 mm 

-
stainless steel frame 

-
side guidance 

Price:  
  CDN$
8,736.00

Total price arrival department:  
  CDN$      
 20,691.20
DEFEATHERING DEPARTMENT

Overhead Conveyor Kill Line


1
Meyn overhead conveyor, type galvanised T-track 50x50x6 for the defeathering department, trolley pitch 6 inches and shackle pitch 6 inches. The conveyor length is approximately 73 meter.

The delivery includes:

-
sections galvanised T-track 50x50x6 with connectors, 73 mtr 

-
galvanised calibrated hardened steel chain with 480 trolleys with nylon wheels on stainless steel ball bearings, 73 mtr 

-
clamps for fastening supports to the steel construction 

-
galvanised telescopic track supports and shore pipes for stable mounting of the conveyor, 73 mtr 

-
galvanised bolts and nuts for the assembly 

-
1 drive, 5 rpm with a capacity of 0.55 kW each, (diameter 485 mm), insulation class IP 54 

-
1 frequency regulator 1.1 kW for the drive

-
idler unit 90°, Ø below 500 mm: 7 pcs 

-
idler unit 180°, Ø below 500 mm: 3 pcs 

-
4 mtr shackle guidance 

-
up and down segment: 3 pcs 

-
chain lubricator complete with electric cabinet 

-
stainless steel connection chain, 87.6 meter 

-
1 tension unit, to be mounted in a 180° curve of the overhead conveyor 

Technical specifications 

Installed electric power: 0.7 kW.

Note:
Differences between the above stated and the delivery will be settled and charged after installation, depending on final layout.

Price:  
  CDN$
50,225.60

Slaughter Shackles

480
Meyn defeathering shackles type IM-8 made of stainless steel with      10 mm leg space.

The shackles are suitable for broilers with an average weight of 2000 gram.

The delivery includes:

-
stainless steel bolt and nut to fix the complete shackle to the trolley 

Price:  
  CDN$
19,968.00

Stunner


1
Meyn automatic waterbath stunner for broilers for a capacity up to 5000 bph (850 mm).

The machine is suitable for products with a maximum weight up to 5 kilogram.

The delivery includes:

-
unit for regulation of stunning parameters, by which voltage can be adjusted 

-
display on which parameters can be read-out 

-
controllamp mounted on the electrical stunner cabinet 

-
polyester cabinet, height adjustable, with a waterbath length 850 mm and a total length of 2795 mm 

-
safety device for disconnecting the electrical circuit while draining the water or during maintenance 

-
stainless steel frame, mounted at the steel construction of the department 

Technical specifications 

Installed electric power: 0.4 kW.

Water consumption at 2000 bph: 0.2 m³/h.

Price:  
  CDN$        
14,640.00

**Please Note this will not be purchased**

Killer


1
Meyn automatic killer for broilers with single knife, type MK III, suitable for a capacity up to 11500 bph.

The delivery includes:

-
1 cutting unit with stainless steel circular knife driven by a waterproof electric motor 

-
adjustable lower guidance 

-
height adjustable stainless steel plateau 

-
stainless steel frame mounted at the overhead conveyor 

Technical specifications 

Installed electric power: 0.75 kW.

Speed electromotor: 2800 rpm.

Price:  
  CDN$
19,840.00

Blood Trough


1
Meyn stainless steel bleeding trough, consisting of 4 sections of 1000 mm width and 1500 mm length for 2 parallel passes of the overhead conveyor for a bleeding time of 2.4 minutes, resulting in conveyor length above the bleeding trough of 12 meter. The calculated length is based on a capacity of 2000 bph and shackle distance 6 inch.

The depth of the bleeding trough is approximately 400 mm.

The delivery includes:

-
stainless steel chute for collecting blood between bleeding trough and scalder 

-
frame and drain 

Note: the delivery is exclusive of overhead conveyor materials.

Price:  
  CDN$
12,000.00

Bird Counter


1
Bird counter for the defeathering line.

The Meyn bird counter counts the number of passing birds in an overhead conveyor.

The bird counter is mounted on an idler wheel in the overhead conveyor. Passing birds are detected by means of a tilting arm and three sensors. The counting signal is processed by electronic counters.

The bird counter is suitable for fixed stainless steel shackles with a minimum length of 400 mm and has a maximum capacity of 12000 birds per hour.

The delivery includes:

-
tilting arm mechanism with sensor, to be mounted on the idler wheel frame 

-
sensor bracket with two synchronisation sensors, to be mounted on the idler wheel shaft 

-
bird guiding wheel, to be mounted below the idler wheel 

-
stainless steel control box with two electronic counters, both fitted with a reset button, one of which protected by a key operated switch 

-
field cabling between bird counter and control box 

Technical specifications 

Installed electric power: 1 x 0.2 kW 

Counter score: 0 - 999999 

Note:

-
The idler wheel and frame are excluded from delivery.

Price:  
  CDN$
6,240.00

Jacuzzi Scalder


1
Meyn modular built automatic scalder, type Jacuzzi consisting of 2 sections of 2.5 metres length, suitable for broilers up to a maximum weight of 3 kilogram.

The scalder is "custom made" designed for a capacity up to 2000 bph with a shackle distance of 6 inches and a scalding time of 2 minutes.

The scalder is arranged in a single row of sections.

In this row there are two passes of the overhead conveyor, giving a total scalding length of 10 metres.

The various components are easy to clean, assisted by the use of sliding valves and as far as possible avoiding dirt traps. The scalder is made of stainless steel and other corrosion resistant materials.

The delivery includes:

-
2 sections with an inner width of 550 mm. and an outer width of 670 mm.

-
1 integrated blower, sound reduced version with 20 diffusers 

-
single in/outlet section with gutter, canopy and a single return section with end plate 

-
water level control by float 

-
1 pneumatic valves and sensors for electronic controlling the temperature, including control panel and a maximum of 25 mtr steering cable length/panel 

-
heat exchangers, heated with steam for indirect heating of the scalding water 

-
built in corner wheels in the return section and stainless steel T-track in the section 

-
aluminium canopy with stainless steel frame 

-
stainless steel side panels 

-
steam reducing unit 2 bar 

-
condensate return system 

-
broiler guidance rack 

Technical specifications 

Installed electric power: 5.1 kW.

Water consumption at 2000 bph: 0.6 m³/h.

Operational steam consumption: 84 kg/h.

Start-up steam consumption (2 hour): 210 kg/h.

Price:  
  CDN$
88,784.00

JM-40 Feather Picker


1
Meyn automatic defeathering machine, type JM-40. The machine is made of stainless steel and other corrosion resistant materials.

The delivery includes:

-
adjustable galvanised frame 

-
2 opposed plucking cabinets, each with 2 rows plucking discs. Each row has 10 counter rotating plucking discs.

-
12 plucking fingers at each disc 

-
stainless steel picking discs, driven by 4 belt drives 

-
featherflaps in the plucker 

-
water connection 

-
flaps at the product entrance and exit of the machine 

Technical specifications 

Installed electric power: 4 x 3.0 kW.

Water consumption at 2000 bph: 0.4 m³/h.

Price:  
  CDN$
45,920.00

Head Puller


1
Meyn headpuller, straight type, double version, suitable for a capacity of maximum 2000 bph.

The machine is made of stainless steel and is height adjustable and mounted in the overhead conveyor.

The delivery includes:

-
stainless steel chute 

Price:  
  CDN$
6,304.00

Hock Cutter


1
Meyn automatic hock cutter, driven directly by the overhead conveyor, made of stainless steel and to be installed in a 180° curve, suitable for a capacity up to 9500 bph.

The delivery includes:

-
stainless steel frame to be mounted on the overhead conveyor 

-
1 circular knife 

-
1 maintenance free waterproof electromotor 

-
positioning wheel, shackle pitch 6 inches 

-
stainless steel chute 

Technical Specifications 

Installed electric power: 1.1 kW.

Note: The breast of the bird has to be positioned on the inside of the machine.

Price:  
  CDN$
19,360.00

Hock Un-loader


1
Meyn linear automatic hock unloader, chain driven from a to be specified of the overhead conveyor and a capacity up to 4000 bph.

The delivery includes:

-
stainless steel frame to be mounted on the overhead conveyor 

-
lifting bar made of nylon 

-
double rubber clamping belts 

-
to be specified with double sprocket for driving the machine 

Price:  
  CDN$
10,240.00

Shackle Washer


1
Meyn automatic chain and shackle washer with a length of 1000 mm, suitable for defeathering shackles. The machine is made of stainless steel and other corrosion resistant materials.

The delivery includes:

-
stainless steel frame to be mounted on the overhead conveyor 

-
stainless steel brush cabinet 

-
water spray nozzles 

-
two rotating nylon brushes, mounted vertical in respect to the overhead conveyor, driven by an electro motor.

-
stainless steel chute 

Technical specifications 

Installed electric power: 0.55 kW.

Waterconsumption: 0.25 m³/hour.

Price:  
  CDN$
10,448.00

Total price defeathering department:  
  CDN$
303,969.60

EVISCERATION DEPARTMENT

Kill to Evisceration Belt Conveyor


1
Meyn beltconveyor type D401, closed model.

Beltconveyor for the transportation of products in the evisceration department.

The conveyor is mounted horizontal, with a belt width of 400 mm and a frame width of 500 mm.

The delivery includes:

-
straight with a length of 5000 mm 

-
stainless steel frame 

-
return and quick tensioner 

-
side guidance 50 mm 

-
end plate 

-
drive unit with electro motor with fixed speed 

Technical specifications 

Installed electric power: 0.37 kW.

Price:  
  CDN$
13,315.20

Overhead Conveyor Evisceration Line


1
Meyn overhead conveyor, type galvanised T-track 50x50x6 for the evisceration department, trolley pitch 6 inches and shackle pitch 6 inches. The conveyor length is approximately 45 meter.

The delivery includes:

-
sections galvanised T-track 50x50x6 with connectors, 45 mtr 

-
galvanised calibrated hardened steel chain with 296 trolleys with nylon wheels on stainless steel ball bearings, 45 mtr 

-
clamps for fastening supports to the steel construction 

-
galvanised telescopic track supports and shore pipes for stable mounting of the conveyor, 45 mtr 

-
galvanised bolts and nuts for the assembly 

-
1 drive, 5 rpm with a capacity of 0.55 kW each, (diameter 485 mm), insulation class IP 54 

-
1 frequency regulator 1.1 kW for the drive

-
idler unit 90°, Ø below 500 mm: 4 pcs 

-
idler unit 180°, Ø below 500 mm: 1 pcs 

-
idler unit 180°, Ø above 500 mm: 1 pcs 

-
4 mtr shackle guidance 

-
up and down segment: 5 pcs 

-
chain lubricator complete with electric materials 

-
1 tension unit, to be mounted in a 180° curve of the overhead conveyor 

Technical specifications 

Installed electric power: 0.7 kW.

Note:
Differences between the above stated and the delivery will be settled and charged after installation, depending on final layout.

Price:  
  CDN$
37,126.40

Evisceration shackles


296
Meyn evisceration shackles type MM-12 made of synthetic material with 12 mm leg space.

The shackles are suitable for broilers with an average weight of 2000 gram.

The delivery includes:

-
synthetic pin to fix the complete shackle to the trolley 

-
synthetic pin to fix the drop rod to the shackle 

Price:  
  CDN$
8,051.20

Evisceration Trough


1
Meyn double evisceration trough made of stainless steel and other corrosion resistant materials. The trough has a length of 5.84 meter and is suitable for a total of 13 workers with 800 mm space per person. The evisceration trough is 1000 mm wide.

The delivery includes:

-
raised frame 

-
stainless steel shackle guidance 

-
2 wash stations 

-
1 hygienic knife holders 

-
emergency stop cord set 

Technical specifications 

Water consumption     : 1 m³/h.

Price:  
  CDN$
13,648.00

Giblet Trough


1
Meyn stainless steel giblet flume for the specific, on the evisceration trough harvested products.

The delivery includes:

-
trough with a length of 3075 mm.

-
1 curve 90 degrees 

-
mounted on the side 

Price:  
  CDN$
2,552.00

Evisceration Platform


1
Meyn platform for package preparation operators in accordance with the next specifications:

-
length 5050 mm 

-
width 1000 mm 

-
height 760 mm 

-
1 step for the platform 

Price:  
  CDN$
11,008.00

Giblet Loading Platform


1
Meyn platform for package preparation operators in accordance with the next specifications:

-
length 5050 mm 

-
width 1000 mm 

-
height 760 mm 

-
1 step for the platform 

Price:  
  CDN$
11,008.00

Vent Cutter


1
Meyn manual vent cutting pistol, excluding vacuum and compressed air installation for broilers, with a capacity up to 2000 bph.

The delivery includes:

-
vent knife of 25 mm + 30 mm 

-
weight balancer 

-
oil and water separator 

Technical specifications 

Air consumption: 14 nm³/h. at 6 bar.

Vacuum consumption: 16.8 nm³/h.

For the operation of the pistol vacuum and compressed air are necessary.

Price:  
  CDN$
3,600.00

Neck Cutter


1
Meyn pneumatic neckshear, manual, for broilers with a maximum weight of 4.5 kilogram and a capacity upto 3600 bph.

The delivery includes:

-
a weight balancer 

-
an oil/waterseparator 

Technical specifications 

Air consumption for 2000 bph: 3 nm³/h.

Pressure 6 bar 

Price:  
  CDN$
2,080.00

Lung, Vaccuum Machines

1
Meyn manual lungsucking pistols for broilers made of stainless steel and other corrosion resistant materials. The delivery includes weight balancer for easy use, but the necessary vacuum installation is not included. Capacity per user is 1000 bph.

Technical specifications per pistol 

Vacuum consumption at 0.3 bar: 100 nm³/1000 birds.

Air consumption at 6 bar: 20 nm³/h.

Price:  
  CDN$
3,680.00

Evisceration Hand Tools


1
Meyn set of handtools for the evisceration department, existing of the equipment mentioned below:

-
evisceration fork:

3 pieces 

-
killing knife:

4 pieces 

-
opening knife:

4 pieces 

-
neckskin slitter:

2 pieces 

-
butchers steel:

2 pieces 

Price:  
  CDN$
1,072.00

Pre-stomach Cutter


1
Meyn automatic pre-stomach cutter, type MERCURY.

The machine is suitable for a capacity up to 3000 packs per hour.

The delivery includes:

-
rotating transport drum with drive unit 

-
rotating disc knife with drive unit 

Technical specifications 

Installed electrical power : 1.65 kW.

Price:  
  CDN$
15,840.00

Gizzard Splitter


1
Meyn automatic gizzard cutting machine, type 530, to be placed after the pre-stomach cutter or the Sematic separator unit.

The machine is suited for a capacity up to 4000 gizzards per hour.

Fat remains on gizzards.

The delivery includes:

-
supply trough for gizzards and intestine packages 

-
offal discharge trough 

-
safety sensor 

-
circular knife driven by a maintenance free electro motor 

Technical specifications 

Installed electric power: 1.1 kW.

Water consumption: 1.9 m³/h.

Price:  
  CDN$
20,320.00

Gizzard Peeler


1
Meyn gizzard control table with single set of peeler shafts for control peeling of gizzards. The machine has a length of 1360 mm and is provided with an ergonomical chute. Table and chute are made of stainless steel and other corrosion resistant materials.

The delivery includes:

-
drive unit 

Technical specifications 

Installed electric power: 0.55 kW.

Price:  
  CDN$
9,520.00

Bird Washer


1
Meyn outside birdwasher with a length of 1000 mm., suited for a capacity up to 6000 bph.

The delivery includes:

-
spray pipe system including high pressure nozzles 

-
stainless steel spray cabinet 

Technical specifications 

Water consumption: 2.3 m³/h.

Price:  
  CDN$
4,080.00

Bird Un-loader


1
Meyn automatic bird unloader with 10 units and shackles at 6", suitable for synthetic shackles, directly driven by the overhead conveyor and mounted in a 180° curve and is suitable for a capacity up to 6000 bph.

The delivery includes:

-
stainless steel frame to be mounted on the overhead conveyor 

-
shackle guidance 

-
eject guidance 

-
diameter corner wheel 485 mm 

-
stainless steel trough 

Price:  
  CDN$
11,536.00

Chain and Shackle Washer


1
Meyn automatic chain and shackle washer with a length of 1260 mm, suitable for evisceration shackles. The machine is made of stainless steel and other corrosion resistant materials.

The delivery includes:

-
stainless steel frame to be mounted on the overhead conveyor 

-
stainless steel brush cabinet 

-
water spray nozzles 

-
two rotating nylon brushes, mounted at a 30° angle in respect to the overhead conveyor, driven by two electro motors.

-
stainless steel chute 

-
pneumatic adjustment device 

Technical specifications 

Installed electric power: 0.74 kW.

Waterconsumption: 0.25 m³/hour.

Price:  
  CDN$
14,368.00

Total price evisceration department:  
  CDN$
182,804.80

CHILLING DEPARTMENT

Air Chill


1
Meyn air chill system to accomdate 1,000bph. The room dimensions needed to do an efficient chilling process is 26’ by 60’. At this point in time I do not have any technical specifications or actual lay-out for you.         

Price:  
  CDN$
270,000.00

Total price chilling department:  
  CDN$
270,000.00

WEIGHING DEPARTMENT

Belt Conveyor


1
Meyn beltconveyor type D401, closed model.

Beltconveyor for the transportation of products in the weighing department.

The conveyor is mounted horizontal, with a belt width of 500 mm and a frame width of 600 mm.

The delivery includes:

-
straight with a length of 6000 mm 

-
stainless steel frame 

-
return and quick tensioner 

-
side guidance 100 mm 

-
end plate 

-
drive unit with electro motor with fixed speed 

Technical specifications 

Installed electric power: 0.37 kW.

Price:  
  CDN$
16,339.20

Weighing Line Overhead Conveyor


1
Meyn overhead conveyor, type galvanised T-track 50x50x6 for the weighing department, trolley pitch 8 inches and shackle pitch 16 inches. The conveyor length is approximately 32 meter.

The delivery includes:

-
sections galvanised T-track 50x50x6 with connectors, 32 mtr 

-
galvanised calibrated hardened steel chain with 158 trolleys with nylon wheels on stainless steel ball bearings, 32 mtr 

-
clamps for fastening supports to the steel construction 

-
galvanised telescopic track supports and shore pipes for stable mounting of the conveyor, 32 mtr 

-
galvanised bolts and nuts for the assembly 

-
1 drive, 9.7 rpm with a capacity of 0.75 kW each, (diameter 485 mm), insulation class IP 54 

-
1 frequency regulator 1.1 kW for the drive

-
idler unit 90°, Ø below 500 mm: 2 pcs 

-
3 mtr shackle guidance 

-
up and down segment: 2 pcs 

-
chain lubricator complete with electric materials 

-
1 tension unit, to be mounted in a 180° curve of the overhead conveyor 

Technical specifications 

Installed electric power: 0.9 kW.

Note:
Differences between the above stated and the delivery will be settled and charged after installation, depending on final layout.

Price:  
  CDN$
26,750.40

Wieghing Line Shackles


79
Meyn weighing shackles type W-1 made of synthetic material with V type leg space.

The shackles are suitable for broilers with an average weight of 2000 gram.

The delivery includes:

-
synthetic pin to fix the drop rod to the trolley 

-
synthetic pin to fix the drop rod to the shackle 

-
drop rod for weighing shackles 

Price:  
  CDN$
1,769.60

Weighing Machine


1
Meyn automatic in-line weighing machine for the weighing of 2000 broilers per hour in the weighing line with the W1-shackles at a pitch of 16 inch.

The weighing machine is built with 4 units for a maximum capacity up to 4000 broilers per hour and is made of stainless steel and other corrosion resistant materials. The machine is driven by the overhead conveyor and to be placed on the position of a 180° idler wheel of the overhead conveyor, which is made of galvanised T-track.

The delivery includes:

-
stainless steel frame, mounted on the steelconstruction of the department 

-
1 sensor for counting and calculation purposes 

-
1 flagsensor for starting functions 

-
1 unit-correction sensor 

-
1 load cell for product weighing 

-
amplifier for signal input in a Meyn weighing computer 

Price:  
  CDN$
29,760.00

Weighing Line Drop Stations


1
Meyn frame with drop-off stations for the weighing line, suitable for shackles at 16 inches for selective drop-off of up to 9000 chickens per hour. The width of the drop-off station is approx. 5800 mm while the centre to centre distance of the individual positions comes to 600 mm. The equipment is made of stainless steel and other corrosion resistant materials.

The delivery includes:

-
stainless steel frame 

-
10 drop-off stations 

-
pneumatic push-off cylinder per station 

-
air control valve 

-
stainless steel shackle guidance 

-
electrical connection box per 16 drop-off stations with cabling 

Technical specifications 

Air consumption at 9000 drops/h: 2 nm³/h.

Note 1: The computer and programs that are needed are not included.

Note 2: Compressed air has to be clean and dry at 6 bar.

Price:  
  CDN$
20,032.00

Receiving Bins


1
Meyn set of receiving bins for drop-off stations in the weighing department.

The delivery includes:

-
10 stainless steel receiving bins with a width of 600 mm 

Price:  
  CDN$
10,400.00

Air Pipe


1
Air pipe for 10 dropstations 

-
air pipe with a length of approximately 5400 mm for the dropstations 

Price:  
  CDN$
1,376.00

Weighing System


1
Meyn PW16 weighing system, suitable for controlling a weighing line that is equipped with a line weigher 4 units 16" and dropstations, 10 pieces.

The system sorts the products on the individual weight.

Per destination the following selection criteria can be choosen:

-
weight range (minimum- and maximum weight) 

-
maximum quantity of products per minute 

-
maximum total quantity of products The maximum capacity of the weighing system using a line weigher 4 units 16" is 4000 BPH.

The minimum griller weight is 600 grams and the maximum griller weight is 2000 grams.

The delivery includes:

-
electrical control panel (to be placed in a dry room) 

-
colour touch screen display 

-
serial matrix printer including 15 meters serial cable 

-
control cable with a length of 50 meters 

Technical specifications 

Dimensions (W x H x D)  
: 700mm x 300mm x 250mm.

Accuracy                

: < 0,5% standard deviation.

Drop timing resolution  
: 0,1 x shackle pitch.

Installed electric power
: 0.2 kW.

Price:  
  CDN$
22,240.00

Packing Table


1
Meyn packaging table with a length of 2000 mm, a width of 1000 mm and a height of 800 mm, made of stainless steel.

The delivery includes:

-
bagging horn: 1 piece

-
tape sealer: 1 piece

Price:  
  CDN$
3,756.80

LINECLEARER  R-C


1
Meyn mechanical line clearer with stainless steel frame, to be mounted in a 180° bend in the overhead conveyor of the weighing line.

The line clearer is suitable for shackles at a distance apart of 16 inches.  The birds are dropped at the inside of the conveyor line.

Price:  
  CDN$
8,800.00

Total price weighing department:  
  CDN$
141,224.00

OFFAL DEPARTMENT

Feather Pump


1
Feather/offal pump to pump water with feathers and offal from the pumppit to the separator position.

The pump is suitable for a production capacity of about 2000 bph with a water usage per bird of 13 litre and a raising height of 10 meter.

The delivery includes:

-
drive unit 

-
extra belt disc for possible change of capacity 

-
extra large diameter of the in- and outlet to prevent jamming of the pump 

Technical specifications 

Installed electric power: 11 kW.

Price:  
  CDN$
12,400.00

Separator


1
Meyn water separator for intestines and feathers with a capacity up to 4000 bph.

The length of the drum is 2110 mm.

The delivery includes:

-
stainless steel frame 

-
rotating drum sieve driven by an electromotor with fixed speed 

-
transport auger for the offal in the sieve 

Technical specifications 

Installed electric power: 0.55 kW.

Price:  
  CDN$
18,880.00

Circulation Pump


1
Water circulation pump for pumping water from the feather and offal separator to the pluckers for feather transport.capacity of the pump, 



20 m³/hour, is based on a raising heigth of 10 meters and is suitable for a production capacity up to approximately 2700 bph.

The delivery includes:

-  drive unit 

-
impeller 

Technical specifications 

Installed electric power: 1.5 kW.

Price:  
  CDN$
3,280.00

COMPRESSOR


1
Piston compressor with a capacity up to 58 nm³ air per hour for the delivery of compressed air for:

*
controlling machines and equipment.

The delivery includes:

-
two stage compression 

-
air pressure tank of 270 liter 

Technical specifications 

Installed electric power: 7.5 kW.

For the above mentioned is needed a volume of 19 nm³/h of which at least 19 nm³ has to be dried for use with the machines and equipment.

Price:  
  CDN$
6,696.00

Air Drier


1
Air drier type DTA 25 for drying up to a maximum of 24 nm³ pressure air per hour, to be used for pneumatic systems.

The delivery includes:

-
refrigeration system 

-
energy saving power control 

-
automatic drain level control max. 360 nm³ per hour 

Technical specifications 

Installed electric power: 0.15 kW

Price:  
  CDN$
2,772.80

Vacuum Pump


1
Vacuumpump, suitable for use for lung sucking pistol and the suction of blood.

The delivery includes:

-
electro motor, isolation class IP54.

-
three flanges for valves 

-
circulation tank for cooling water 

-
impeller made of bronze 

Technical specifications 

Installed electric power: 5.5 kW.

Maximum air consumption at 0.2 bar: 200 nm³/h.

Waterconsumption: 0.6 m³/h.

Price:  
  CDN$
12,320.00

Vacuum Tank


1
Meyn vacuum tank for low pressure air, made of galvanised steel, with a capacity up to 710 liter.

The delivery includes:

-
three flanges 

Technical specifications 

Maximum allowed pressure: 8 bar.

Maximum allowed vacuum:   0 bar A.

Price:  
  CDN$
4,216.00

Vacuum Tank


1
Meyn vacuum tank for lungs, made of galvanised steel, with a capacity up to 1500 liter.

The delivery includes:

-
three flanges 

-
inspectionflange and manhole 

Technical specifications 

Maximum allowed pressure: 8 bar.

Maximum allowed vacuum:   0 bar A.

Price:  
  CDN$
7,368.00

Total price offal department:  
  CDN$
67,932.80

ADDITIONAL EQUIPMENT AND MATERIALS

Steel Construction


1
Meyn steel construction for the evisceration and weighing department, consisting of 375 m² IPE beams and connection materials on which machines, equipment and overheadconveyor can be mounted.

Price:  
  CDN$
72,000.00

Electrical Panel


1
Meyn electrical switchboard 

Price:  
  CDN$
64,030.40

Total price additional equipment and materials:  
  CDN$
136,030.40

SPAREPARTS


1
Meyn set of spare parts, estimated to be sufficient for operation of the quoted equipment during 2 years under normal conditions with adequate maintenance, 8 hours per day, at 5 days a week and with a capacity of the factory of 2000 bph.

Price:  
  CDN$
82,432.00

PRICE SUMMARY

Arrival department :  
  CDN$
20,691.20

Defeathering department :  
  CDN$
303,969.60

Evisceration department :  
  CDN$
182,804.80

Chilling department :  
  CDN$
270,000.00

Weighing department :  
  CDN$
141,224.00

Offal department :  
  CDN$
67,932.80

Additional equipment and materials :  
  CDN$
136,030.40

Total price equipment, ex-works, Oostzaan, Holland:  
  CDN$
1,122,652.80

Spare parts :  
  CDN$
82,432.00

Total price ex-works, Oostzaan, Holland  
  CDN$
1,205,084.80

TERMS OF PAYMENT AND DELIVERY

Delivery:
According to MEYN domestic conditions.

Delivery

Conditions:
Ex works Oostzaan, Holland,.

Prices:
Exclusive of all costs and local taxes.

Delivery

time:
Approx. 14-16 weeks ex-works, on receipt of order confirmation signed by buyer and down payment. 

Payment:
-30%
Down payment to be paid on order confirmation


-30%
prior to shipment / delivery Ex Works Oostzaan, The Netherlands.


-30%
On arrival of equipment at site


 -10% Within 30 days from start up date.

Validity:
The prices are valid for 90 days after date of this quotation.

Guarantee:
The duration of the guarantee is 6 months up from the date of putting into operation with a maximum of 1000 performing hours, or ultimately 9 months after delivery ex-works Oostzaan, whatever comes first..

Appendix E

E.1 Inventories


[(384,000kg/cycle) * (6.5 cycles/year) * ($1.289 /kg producer price)]/365 days/year


= $8,814.64


+ [($50,139 for packaging ~ boxes, plastic, labels, crates)]/12months/year


+ (126 pallets * $25/pallet)


= $16,143

E.2 Account Receivable


$2.798 /kg(wholesale price of non-Halal poultry)


*1,460,160 kg (total kg of non- Halal poultry sold in year 1)


$4,085,528


/12              (12 months /year~ 1 month of sales on books because of 30/net policy)

$340,461

E.3 Accounts Payable


[$3,217,344 (live chickens) / 12 (allowed 1 month to pay)]


+ [$50,139 (packaging) / 12 (allowed 1 month to pay)]


+ [$71,291 (freight) / 26 (pay every 2 weeks)]


$275,032

Appendix F

Saskatchewan IGA Stores daily delivery 4 times per week:

Canora IGA

(306)563-4340

932 Norway Rd S

Canora, SK

Carlyle I G A Store
(306)453-2250

214 Main St

Carlyle, SK

Garden Market IGA
(306)445-1934

9801 Territorial Drive

North Battleford, SK

Harold's IGA Food Market
(306)922-3663

200 28th Street West

Prince Albert, SK

Humboldt IGA
(306)682-2130

1719 8th Ave

Humboldt, SK

IGA Lo-Cost Foods
(306)236-5383

317 Centre Street

Meadow Lake, SK

Lakeshore I G A
(306)585-0550

1380 23rd Avenue

Regina, SK

Leader IGA
(306)628-3851

214 1st Ave W

Leader, SK




Save-U IGA
(306)862-4331

209 1st Ave E

Nipawin, SK

Wawota IGA
(306)739-2234

109 Main St

Wawota, SK

Yurach's IGA Store
(306)469-2224

101 Main St

Big River, SK

Garden Market
(306)637-2550

440 King Street

Estevan, SK

Garden Market
(306)763-9380

200-800 15th Street East

Prince Albert, SK

Garden Market
(306)782-3700

277 Broadway St E

Yorkton, SK

Garden Market College Park
(306)651-1800

3907 8th Street East

Saskatoon, SK

Garden Market IGA
(306)445-1934

9801 Territorial Drive

North Battleford, SK

Garden Market Preston Crossing
(306)668-8210

1739 Preston Avenue North

Saskatoon, SK

Garden Market Rochdale Blvd
(306)546-5881

4101 Rochdale Boulevard

Regina, SK

Garden Market Varsity Common
(306)477-5800

1550 8th Street East

Saskatoon, SK

Souris Valley Market Gardens
(306)634-5222

Estevan, SK

Garden Market I G A
(780)875-3215

5519 44th Street

Lloydminster, AB

Appendix G

Weekly deliveries:

Manitoba Islamic Association




247 Hazlewood Ave

Winnipeg, MB

R2M 4W1

Phone: 204-256-1347

Phone: 204-254-3979

WWW URL: http://www.cool.mb.ca/~mia
Islamic Association of Manitoba

Box 44, 900 John Bruce Rd

Winnipeg, MB

R2M 4W2




Regina Islamic Centre/ Islamic Association of Saskatchewan


3273 Montaque St.

Regina, SK

S4S 1Z8

Phone: 306-585-0090

Saskatoon Islamic Centre




222 Copland Cresent

Saskatoon, SK

S7H 2Z5

Phone: 306-665-6424 (Masjid)

Phone: 306-249-4315 (Dr. Mostafa Abd-El-Barr)

Islamic Centre of Swift Current

369 Powell Cres.

Swift Current, SK

S9H 4C7

Phone: 306-778-3311 (Mahmood Hatoom)

C.M. Assoc. of Lac La Biche




P.O. Box 641

Lac La Biche, AB

T0A 2C0

Phone: 780-623-4578

Phone: 780-623-2412 (Ahmad Fayadh)

East Calgary Islamic Centre




225 28th St. S.E.

Calgary, AB

T2A 5K4

Phone: 403-248-2773

Fax: 403-569-6654

Islamic Association of Calgary

5760 11th St SW, Box 1412

Calgary, AB

T2H 2M7




The Muslim Council of Calgary (MCC)


P.O. Box 1221, Station 'M'

Calgary, AB

T2P 2K9

Islamic Centre of Calgary




5615 14th Ave. S.W.

Calgary, AB

T2P 2L7

Phone: 403-242-1615

Phone: 403-240-4505 (Jamal Mammood)

Fax: 403-242-1695

Salah El Deen Mosque




195 Douglas Ave.

Red Deer, AB

T4R 2G2

Phone: 403-347-5812

Canadian Islamic Centre/Al-Rashid Mosque


13070 113th St.

Edmonton, AB

T5E 5A8

Phone: 780-451-6694 (Imam Jamal Talib)

Fax: 780-452-1243

Muslim Community of Edmonton/University Mosque



10721-86th Ave.

Edmonton, AB

T6E 2M8

Phone: 780-432-0208

Phone: 780-439-8738

Fax: 780-432-0208

Downtown Islamic Association/Sahaba Mosque




9216 105 Ave.

Edmonton, AB

T5H 0J5

Phone: 780-426-3632

Quba Mosque






11517 105 Ave.

Edmonton, AB

T5H 3Y5

Phone: 780-426-6373

Phone: 780-424-7729

Markaz-Ul-Islam





7907 36th Ave.

Edmonton, AB

T6K 3S6

Phone: 780-450-6170

Phone: 780-436-0466 (Shoukat Ali)

Markaz-Ul-Islam





P.O. Box 8035

Fort McMurray, AB

T9H 4H9
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.A. Receptionist area


.B. Supervisor offices


.C. Plant manager office


.D. CFIA inspector and HACCP coordinators office


.E. CEO office


.F. Garden


.G. Board room


.H. Clean kill area locker room


.I. Dirty kill area shower room


.J. Clean kill area shower room


.K. Dirty kill area locker room


.L. Mechanical room


.M. Dirty kill area lunch room


.N. Clean Kill lunch room
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